2430 Panel width varies dependent on degree of rake
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FPC6565 Plastic Cap

FPC7016 Plastic Cap

FAPB5032
Rail Bracket
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FAF6519

65x65 Flanged Post, with
125x125x10 baseplate

el

Date Issued

15/08/25

100,

Panel

Height

Width
Product Code

Raking Panel
Height

Width

Rake
Product Code

1500mm
2430mm
FKLFP1524

1500mm
2430mm
35°
FKLFP1524

1180
FKLSG1512 FKLFP1524
- FKLFP1524
BELLE Adjustable Gate BELLE Fence Panel BELLE Fence Panel
(Raked)
50x32 Rails 7016
Verticals
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Max 350
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Ground clearance between
50mm and 100mm

Slope concrete to allow
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700 min.

FAP6521 water to drain away
65x65 In-ground Post from post.
Refer to Fentec PS1 where F4
or F9 compliance is required.
Gate Profile
Height 1500mm Material Aluminium
Width 1180mm Verticals 70x16mm
Product Code FKLSG1512 Vertical Spacing 30mm
Rails 50x32mm
Flanged Post Post Caps
65x65x1900mm Aluminium External Aluminium Caps (Standard)

In-ground Post Internal Plastic Caps (Optional)

65x65x2100mm Aluminium

250 dia.|mi

n.

Colours

Black

]

Frost
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